
STAINLESS STEEL CONTINUOUS HINGES RUN THE FULL 
HEIGHT OF THE DOOR, EVENLY DISTRIBUTING THE WEIGHT 
OF THE DOOR ALONG THE FULL HEIGHT OF THE FRAME—

IDEAL FOR HIGH-FREQUENCY AND HEAVY-WEIGHT DOORS

CONTINUOUS
STA INLESS STEEL

HINGES



CONCEALED

Brushed Stainless Steel US32D (630)

Optional: Polished US32

FINISHES

1/2" Wood Screws

Torx Screws

Cut to Net Length

Anti-Ligature Hospital Tip (ALHT)

Dutch Door Prep

ETW Prep-SS300, SS305, SS315

EPT Prep

AVAILABLE OPTIONS

SS300

SS304

SS302

SS305

SS306

SS311

SS315

FULL SURFACE

HALF MORTISE

SWING CLEAR

CARSON CITY
3689 Arrowhead Drive
Carson City, NV 89706

Fax: (800) 255-7874
Email: info@ngp.com

Quotes: quotes@ngp.com
Orders: orders@ngp.com

MEMPHIS | CARSON CITY

MEMPHIS
4985 East Raines Road
Memphis, TN 38118

NATIONAL GUARD PRODUCTS, INC. 
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FEATURES
	 �Heavy Duty 14-Gauge Type 304 

Stainless Steel 
	 Pin and Barrel Design
	 Medical Type Flanged Bearings
	 For Doors Weighing up to 600 Lbs.
	 Standard Lengths:
	 83", 85", 95", and 119"

To view our entire 
Hinges catalog,  
scan the QR code  
or visit ngp.com.


