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See ngp.com for All Applicable
Certifications for this Product.

© Cushion Material Will Not Coil. Specify Lengths Required (36", 48", 72"
86", And 96") Nails Not Included

© Normal Installation Requires % lb. of Nails Per 100 ft. of Weatherstrip;
Install 2" O.C. Zinc Plated Bronze Finish Nails Available in 11b. Bags

Cushio Bronze  _soZ

Weatherstrip e “

A

© Wafer Head Pilot Point Drive Nails Make Excellent Applications
for Metal Jambs, Normal Installation Requires 6 Per Foot

© |Install Using #41 Drill Bit. Available with Fast Attach Tape -
Specify X “FATT”
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INSTALLATION
INSTRUCTIONS
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Metal Frames

Use #41 drill for #4 wafer head
drive nails install on 2" centers.

Wood Frames

Use #18 x 78" nails install on 2"
centers.

1. Cut bronze to fit opening.

2. Install bronze on door frame
header using fasteners for
frame application shown
above. Position flat edge
of strip as close to stop as
possible.

3. Install bronze on jambs
of door frame. Miter top
ends to prevent binding at
corners.

4. Cut out material at lock
strike.

5. Adjust bronze so it does not
impede proper closing and
latching of the door.
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FAX: (800) 255-7874
QUOTES: quotes@ngp.com
ORDERS: orders@ngp.com

MEMPHIS
4985 East Raines Road
Memphis, TN 38118

CARSON CITY
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Carson City, NV 89706
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