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
	�Cushion M

aterial W
ill N

ot Coil. Specify Lengths Required (36", 48", 72" 
86", And 96".) N

ails N
ot Included


	�N

orm
al Installation Requires 3/4 lb. of Zinc Plated B

ronze Finish N
ails 

Per 100 ft. of W
eatherstrip; Install 2" O

.C. Zinc. Available in 1 lb. B
ags


	�Available w

ith Fast Attach Tape - Specify X “FATT”
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INSTALLATION  
INSTRUCTIONS

Wood Frames
Use #18 x 7/8" nails install on  
2" centers.
1.  �Cut bronze to fit opening.
2. �Install bronze on door frame 

header using fasteners for 
frame application shown 
above. Position flat edge of 
strip as close to stop  
as possible.

3. �Install bronze on jambs of 
door frame. Miter top ends 
to prevent binding  
at corners.

4. �Cut out material at lock 
strike.

5. �Adjust bronze so it does not 
impede proper closing and 
latching of the door.

43CB

MEMPHIS 
4985 East Raines Road

Memphis, TN 38118

CARSON CITY 
3689 Arrowhead Drive
Carson City, NV 89706

8.26

ngp.com
1-800-NGP-RUSH

FAX: (800) 255-7874 
QUOTES: quotes@ngp.com
ORDERS: orders@ngp.com

9/1
6"

1-1/8"

DOOR

HINGE
JAMB

#18
Nail


