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NGP-GKT-683-PCS-0925-A

683A
Nylon Brush Heavy Duty Mortise Automatic Door Bottom

Material
Aluminum Alloy 6063, T6 Temper
Synthetic Polymer: Polyamide
Nylon Brush is Black

	� Excellent Abrasion Resistance, Flexibility and Memory
	� Moisture-Resistant
	� Retains Insecticides Well
	� Temperature Range -60°F to 300°F
	� EPDM Rubber Insert Protects Against Water Penetration and Provides an 

Effective Bottom Seal for Exterior Doors
	� Use with a Threshold for Maximum Sealing Capability
	� Nylon Brush Recommended for Carpet Applications where no Threshold  

is Provided
	� Specify Exact Net Length Required to Avoid Field Sizing
	� Furnished 1/2" Shorter than Ordered to Fit within Net Door Size.  

(i.e. 36" is Furnished 35 1/2")
	� ADB’s from 12" to 18" Can be Cut Down 1/2". ADB’s 20" and Over Can be Cut 

Down up to 1 1/2"
	� Black Plastic End Caps Furnished Standard
	� Fits Wood Fire Door Mortise Restrictions
	� Mortise Required 3/4" x 1 11/16"
	� Minimum Length 11 1/2", Maximum Length 60"
	� 3/4" Max Drop

Finish
Anodized Aluminum

Mortise Required
3/4" x 1 11/16"

Options
Lead Insert Available for Radiation Shield – Specify 
‘Lead Lined’


