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Patented tool easily 
measures gap for fire 
door inspections.
GAP GAUGE
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Patented tool easily measures gap for fire door 
inspections. 

The Only Gauge You Will Need to Check Fire 
Door Assembly Clearance Requirements

Installers
•  A sure way to check Fire Door Clearance Re-

quirements before inspection

Inspectors
• Will speed up your inspections
• More accurate than a tape measure
• Compact and easy to use

Distributors
•  Supply with job to ensure Fire Assemblies are 

installed per Fire Door Requirements

The DoorGap Gauge® can also be used to:
Check life safety egress assemblies
Check other construction assemblies requiring
specific clearances and operational tolerances.

(US Patent #7591073)

Gaps - Perimeter vs. Door Bottom?
Perimeter gaps in doors are the distance between the 
edge of the door and door frame as measured on the 
pull side of the opening. Door bottom gaps are the 
distance between the bottom of the door and the finish 
floor.

Gaps - Why are they important?
Proper gap tolerances ensure that the door will perform 
as it is intended. Gaps that are outside of tolerance can 
lead to compromised fire door integrity in a fire situation 

as well as not allowing the fire door latching mechanism 
to engage fully as it is required to do by code.

Gaps - What does the code say?
NFPA 80 (the code standard for fire doors) states that 
fire doors must be inspected on an annual basis. Max-
imum allowable perimeter gap is 1/8" for wood doors, 
1/8" +/- 1/16" for metal doors. Maximum allowable door 
bottom gap is 3/4". Gaps that exceed these maximum 
allowable tolerances result in a non-compliant fire door 
that needs to be repaired.

Common Questions


